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Motor and Electrical Data

Model Collector Area * HP Voltage Amp Draw Heat Exchanger Area Heat Exchanger Rating*
SV-1000 1000 sq ft 1/2 115 volts 4.25 amps 33 sq ft 1330 kbtu/hr
SV-2000 2000 sq ft 1/2 115 volts 4.25 amps 68 sq ft 2660 kbtu/hr
SV-3000 3000 sq ft 1/2 115 volts 4.25 amps 104 sq ft 3990 kbtu/hr

*recommendation for standard installations *based on 125° temperature differential 

Performance Data
Max Flow Max Head Connection Sizes

Collector Loop
1000 sq ft 53 gpm 46 ft 1.5” SWT
2000 sq ft 53 gpm 46 ft 2” SWT
3000 sq ft 65 gpm 31 ft 2” SWT
Storage and Potable Loops
All sizes 25 gpm 18 ft 1.5” SWT

Minimum Fluid Temperature 36°F
Maximum Working Pressure 145 psi
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SV-1000, SV-2000 Solar Circulator

SV-3000 Solar Circulator

All models tank and potable loops
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UP Series 6

53

UPS 15-55 SFC/SUC/TLC

Note: If the UP pump is equipped with a timer, the maximum liquid
temperature is 150 °F (66 °C).

Approvals

Note: LC/TLC models have 6 ft (1.8 m), 3-prong power cord. Removable check valve.
Dimensions in inches unless otherwise noted.
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UPS 15-55 SFC UPS 15-55 SUC/TLC
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Flow range: 0-25 gpm (0-5.7 m3h)
Head range: 0-18 ft (0-5.5 m)
Motors: 2-pole, single-phase
Max. liquid temperature: 230 °F (110 °C)
Min. liquid temperature: 36 °F (2 °C)
Max. system pressure: 145 psi (10 bar)

Model Speed Volts Amps Watts Hp Capacitor

UPS 15-55 SFC

3

115

0.75 87 0.12

10µF/180 V

2 0.69 77 0.1

1 0.53 58 0.08

UPS 15-55 SUC

3

115

0.69 87 0.12

2 0.66 74 0.1

1 0.31 56 0.08

Without check valve

With check valve

Model type
Product
number

115 V

Dimensions [inches]
Connection

type and size
Shipping

weight
[lbs]A B C D E F

UPS 15-55 SFC 59896773 6.50 (165) 5.50 (140) 4.13 (105) 3.88 (99) 2.94 (75) 3.13 (80) GF15/26 6.0 (13.2)

UPS 15-55 SUC 59896781 5.88 (149) 5.06 (129) 4.13 (105) 3.44 (87) 2.94 (75) — GU125 5.4 (11.9)

UPS 15-55 SUC/TLC 59896783 5.88 (149) 5.06 (129) 4.13 (105) 3.44 (87) 2.94 (75) — GU125 6.2 (13.6)

Technical data

UP Series6

66

UPS 26-150 F/SF

Approvals

Note: Dimensions in inches unless otherwise noted.
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UPS 26-150 F/SF
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Flow range: 0-53 gpm (0-12 m3h)

Head range: 0-46 ft (0-14 m)

Motors: 2-pole, single-phase

Max. liquid temperature: 230 °F (110 °C)

Min. liquid temperature: 36 °F (2 °C)

Max. system pressure: 145 psi (10 bar)

Model Speed Volts Amps Watts Hp Capacitor

UPS 26-150 F/
SF

3

115

3.5 370 1/2

40µF/
180V2 3.1 335 1/2

1 2.5 265 1/2

3

208

1.7 350 1/2

10µF/
400V2 1.5 310 1/2

1 1.2 250 1/2

3

230

1.7 370 1/2

10µF/
400V2 1.5 335 1/2

1 1.2 265 1/2

Model type
Product number Dimensions [inches (mm)]

Connection
type and size

Shipping
weight 

[lbs (kg)]115 V 208 - 230 V A B C D E F

UPS 26-150 F 95906630 95906631 6.50 (165) 7.13 (181) 5.88 (149) 3.88 (98) 3.75 (95) 3.13 (79) GF 15/26 flange
(2) 1/2" dia. bolt holes 17.4 (7.9)

UPS 26-150 SF 95906632 95906633 6.50 (165) 7.13 (181) 5.88 (149) 3.88 (98) 3.75 (95) 3.13 (79) GF 15/26 flange
(2) 1/2" dia. bolt holes 17.4 (7.9)
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UP Series 6

71

UPS 43-100 F/SF

Approvals

\

Note: Dimensions in inches unless otherwise noted.
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UPS 43-100 F/SF
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Flow range: 0-65 gpm (0-14.8 m3h)

Head range: 0-31 ft (9.5 m)

Motors: 2-pole, single-phase

Max. liquid temperature: 230 °F (110 °C)

Min. liquid temperature: 36 °F (2 °C)

Max. system pressure: 145 psi (10 bar)

Model Speed Volts Amps Watts Hp Capacitor

UPS 43-100 F/SF

3

115

3.5 370 1/2 40µF/180 V

2 3.1 335 1/2 40µF/180 V

1 2.5 265 1/2 40µF/180 V

3

208

1.7 350 1/2 10µF/400 V

2 1.5 310 1/2 10µF/400 V

1 1.2 250 1/2 10µF/400 V

3

230

1.7 370 1/2 10µF/400 V

2 1.5 335 1/2 10µF/400 V

1 1.2 265 1/2 10µF/400 V

Model type
Product number Dimensions [inches (mm)]

Connection
type and size

Shipping
weight

[lbs (kg)]115 V 208 - 230 V A B C D E F

UPS 43-100 F 95906636 95906637 8.50 (216) 6.69 (170) 5.13 (130) 4.75 (121) 3.19 (81) 3.44 (87) GF 40/43 flange
(2) 1/2" dia. bolt boles 18.47 (8.4)

UPS 43-100 SF 95906638 95906639 8.50 (216) 6.69 (170) 5.13 (130) 4.75 (121) 3.19 (81) 3.44 (87) GF 40/43 flange
(2) 1/2" dia. bolt boles 18.47 (8.4)
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The SuperVox allows for easy installation of large 
solar water heating systems.

Features and Benefits Include:

Heat exchangers, circulators and state of the art 
digital controls in one space saving package

Patent pending heat exchange process means the 
pumps run less, increasing savings

Extra layer of protection with 2 heat exchangers 
between potable water and glycol loop

Decreased installation time

Reduces labor and engineering costs

Easy maintenance

Scalability allows for a wide variety of applica-
tions

1.5 inch potable piping connections for easy tie in 
to back up tanks


